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DIGI-iFace SERIES OF MULTI FUNCTIONAL
IDENTIFICATION TERMINAL

TECHNICAL SPECIFICATIONS:

Algorithm Version: iFace300: Digi-Face 5.0
iFace301: Digi-Face 5.0 & Digi-Finger 10.0
iFace302: Digi-Face 5.0 & Digi-Finger 10.0
iFace303: Digi-Face 5.0 & Digi-Finger 10.0
2000mAh backup iFace300: Optional
battery: iFace301: Optional
iFace302: Optional

iFace303: Standard

Communication: TCP/IP, RS232/485
USB-HOST: Two USB-Host
Wireless WiFi: iFace300: Optional

iFace301: Optional
iFace302: Optional

iFace303: Standard

Time Attendance Extendable Scheduled-bell, DLST, Self-Inquiry,
Functions: Work Code, Short Message, T9 Input,
Webserver

Optional Functions: GPRS, Serial Printer, Mifare/HID/iClass Card,

built-in POE
Power Supply: IPATEY
Verification Speed: <1.5sec
Operating Temperature: 0C-45C

Operating Humidity: 20%-80%

Dimension: 193.6x165.2x86mm
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DIGI-iFace SERIES OF MULTI FUNCTIONAL

IDENTIFICATION TERMINAL

TECHNICAL SPECIFICATIONS:

: Electric Lock, Door Sensor, Exit Button
: N/A

Electric Lock, Door Sensor, Exit Button
Electric Lock, Door Sensor, Exit Button
Alarm, Wired Door Bell
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